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DTW1002Z

18v LXT Brushless Impact Wrench

Nut Busting Torque 1,600 Nm

Battery Type Lithium-ion

Body only machine 1

Voltage 18 v

Driving Shank 1/2" Square

Blows per Minute (Hi) - ipm 0 - 2,200 ipm

Blows per Minute (Med) - ipm 0 - 2,000 ipm

Blows per Minute (Lo) - ipm 0 - 1,800 ipm

Standard Bolt M12-M30

High Tensile Bolt M10-M24

Noise sound pressure 97 dB(A)

Noise sound power 108 dB(A)

Noise K factor 3 dB(A)

No Load Speed (hard/med/soft) 0 – 1,800 / 1,000 / 900 rpm

Max Fastening Torque 1000 Nm

Vibration: Fastening Bolt 18 m/sec²

Vibration K factor 1.5 m/sec²

Net weight 3.6 kg

STANDARD EQUIPMENT: 197282-4 Battery BL1850B 18v Li-ion

● Extra-high max tightening torque
● Brushless motor
● Electric brake
● Variable speed control by trigger
● Forward/reverse rotation
● Twin LED job light
● Electronic 3-stage impact power selection (Hard/Medium/Soft)
● Compact and lightweight design
● Ergonomic soft grip
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