
IV 60/24-2 W (110V)
Robust, continuous duty single phase industrial vacuum with 110V power supply.
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 Two blower motors

 Two blowers for powerful cleaning action. The motors are electroni-

cally controlled, which avoids high starting currents.

 Manual filter vibration for low operating costs

 The manual filter vibration increases the working time of the perma-

nent filter, thereby reducing the maintenance effort.

 Convenient storage area for accessories on the machine‘s 
chassis

 Large accessory basket on the machine chassis offers a convenient 

storage space for nozzles, bends and other parts.

 Resilient and versatile

 The extensive accessory line provides for ergonomic and economical 

cleaning solutions for numerous applications.
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TECHNICAL DATA AND EQUIPMENT.

IV 60/24-2 W (110V)

 Antistatic equipment
 Filter status indicator
 Robust wheels and steering rollers

Technical data
Order Number  1.573-204.0

EAN code  4039784731141

Power rating in operation kW 2,4

Air flow l/s / m³/h 108 / 388

Vacuum mbar / kPa 235 / 23,5

Container capacity l 60

Filter area m² 2,3

Sound level dB(A) 73

Nominal size  ID 51

Weight kg 70

Accessory nominal size  ID 51

Dimensions (L x W x H) mm 870 × 640 × 1410

Equipment
Accessories included with machine  No

Container included  no

Container for wet vacuuming  6.394-528.0

Container for dry applications  6.394-523.0

Filter cleaning  Manual


