
MANAGE YOUR 
PROJECTS

PAIR WITH TOOL

DOWNLOAD
TOOLSMART® APP

The Moisture Meter (MM) - Quickly 
determines the moisture content of 
wood & building materials

• Easily determine the moisture content of wood 
   and other building materials
• Conveniently use your phone as a second 
   screen for easier visibility and to simplify 
   two person jobs
• Quickly save your readings to the ToolSmart™ 
   app on your phone 
• Organize your findings by project for easy reporting
• Help prevent mold by detecting leaks early
• Check water damaged areas to see if 
   moisture is still present
• Overall measurement range of 5 to 50% for 
   wood and 1.5 to 33% for building materials
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Moisture
Meter

Connects Wirelessly to 
Your iPhone® or Android™ Phone

Connect with your 
tools, store your 
measurements, 
and perform simple 
calculations all 
within your Toolbox.

WORK
SMARTER

Record all your 
measurements and 
organize images, 
videos and materials 
for projects.

MEASURE
BETTER

Generate materials 
lists that take 
the hassle out 
of shopping for 
your project.

BE MORE
PRODUCTIVE

C O N N E C T E D  P R E C I S I O N

TM™



Moisture
Meter

• Operating Temperature: -4º to 140ºF (-20º to 60ºC) 
  @ <85%RH
• Power Source: “9V” battery (included)
• Dimensions: 7.01 x 2.76 x 1.65 in. (178 x 70 x 42mm)
• Weight (with battery): 4.1 oz. (115g)

Download the free ToolSmart™ app
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Specifications:
• Measurement Range: 5 to 50% for wood; 1.5 
   to 33% for building materials
• Measuring Accuracy: ±2%
• Test Pin Length: 9mm (0.35 in.)
• Current Consumption: <50mA
 • Auto Power Off Trigger: 3 minutes of inactivity

Includes:
• “9V” battery
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